
                             CMDX-19 
ABSOLUTELY WORLD'S SMALLEST    

ULTRA COLOR VIDEO CAMERA WITH 
TRANSMITTER 1.9 GHz 

 

 
 
This is the ultra small newest CMOS Color Video camera with built-in video transmitter. This small 
combo will give you an excellent picture quality. This combo is available in 1.9 GHz band using special 
receiver. Complete camera with transmitter takes 28 mA / 3V from watch battery.  
Dimensions: 0.3" X 0.19 " X 0.2" or 9 mm x 4.8 mm x 5.5 mm 
 
 

Camera Specifications  
Horizontal resolution:  220 TV lines  

Image Sensor:  1/18” color smos camera  

Synchronization:  Internal  

S/N Ratio:  More than 48 dB  

Minimum Illuminator:  2 Lux at F 1.2  

Electronic shutter:  1/60 – 1/57,000  

Horizontal Sync frequency:  15.734 kHz (NTSC)  

Camera consumption:  18-20 mA  

Working temperature:  -10 to 45 degree C  

Power supply:  2.5 – 3 V  

Transmitter Specifications 
Operating Frequency: 1980 MHz 

Power output: < 1 mW 

Temperature Range: -5 +35* C 

Dimensions: 0.25” X 0.15” X 0.25” 
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